
FAST DECK TOOL 
For concealed decking screws 
With the help of the FAST DECK TOOL the screws are installed in 
the side of the decking board, providing concealed installation.  
The low profile and centre of gravity of the FAST DECK TOOL 
provide stability during installation. 
The FAST DECK TOOL is designed primarily for decking boards 
with a thickness of 26-34 mm, can be adjusted for use with all 
commonly used widths of decking board 95-150 mm, and provi-
des a distance of 2 or 3 mm between decking boards. The FAST 
DECK TOOL is designed for use with special long bits and decking 
screws FAST. For hardwood boards, pre-drilling is recommended 
before decking screw is mounted.    



How to use the FAST DECK TOOL
1.	 Adjust the settings of the FAST DECK TOOL according to the 

width of the board you will be working with (the tool is preset 
to a width of 120 mm).

2.	 Place the FAST DECK TOOL on the decking board, centred 
over the wooden beam, by squeezing the spring handles.

3.	 Align and insert the special screws into the screw holes lined 
with steel bushings..

4.	 Use the bits supplied with the special screws. Screw until the 
bit has bottomed in the steel bushing. Always start with the 
outermost screw [A]. Apply steady pressure on the screw 
during assembly, especially once the reversed thread reaches 
the decking board.

5.	 Assembly is now complete and the FAST DECK TOOL can be 
moved to the next installation point.

Screws required
Board width Beams Screws/m²

95 mm 600 mm 35
120 mm 600 mm 30
145 mm 600 mm 25

During installation, the FAST DECK TOOL creates a gap of two 
or three millimeters between the boards. Use the FAST Deck 
Spacer to create larger gaps, especially with dry wood.

[A]



Screw FAST Stainless
The FAST DECK TOOL is used with special screws FAST that 
are available in two lengths - 4.8x60 and 4.8x75. The screws 
are made of stainless steel group A4, which makes it possible 
to use them in any environment. Each package of screws also 
includes a special bit.

Changing the FAST DECK TOOL to fit different board widths
By moving the handles to different positions, the FAST DECK 
TOOL can be adjusted to fit different board widths. The FAST 
DECK TOOL is supplied preset to fit 120-mm boards.

Board width 120 mm Board width 145 mm

Board  
width  
145 mm,
only use  
2 set  
screws

Item no. Dimensions Board Thickness Pcs/Pack
286671 4,8×60  ≥ 26 mm 200
286672 4,8×60 ≥ 26 mm 1000
286674 4,8×75 ≥ 34 mm 150
286676 4,8×75 ≥ 34 mm 500

Item no. Dimensions Length Pcs/Pack
286675 Bit T15 90 mm 2

Item no. Dimensions Pcs/Pack
286695 Deck Spacer 4/5/6/7 mm 1



Mounting holes 
The FAST DECK TOOL is supp-
lied with the spring handles 
attached to mounting holes  
4 and 9. 
 By loosening both screws in 
each handle, it is possible to 
adjust the width of the opening 
in small increments depending 
on the current situation.
The FAST DECK TOOL clamps 
the most securely when the 
width of the board is closer to the 
tool’s maximum opening width. If 
you want the FAST DECK TOOL 
to be easier to handle, select the 
next largest width for the size of 
the opening. 
The FAST DECK TOOL is affec-
ted by hot and cold conditions. 
It is therefore recommended 
to use it at room temperature.
If the spring handles are  
attached to mounting holes  
5 + 8 or 6 + 7, remove screws  
A and B. To ensure the FAST 
DECK TOOL functions properly 
both set screws and handle 
screws must be adjusted with 
minimum gaps between the 
head of the screws and the 
plastic part.
Make sure the parts run smoothly. 
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Mounting
hole

Min. opening 
width (mm)

Max. opening 
width (mm)

1 + 12 92 100
1 + 11 96,5 104,5
2 + 11 100,5 108,5
2 + 10 104,5 112,5
3 + 10 108,5 116,5
1 + 8 110 118
3 + 9 112 120
2 + 8 115 123
4 + 9 117 125
3 + 8 119 127
2 + 7 121 129
4 + 8 123 131
3 + 7 125,5 133,5
5 + 8 128 136
5 + 7 134 142
6 + 7 142 150


